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FINAL REPORT

The program supported by this grant was devoted to extending theoretical
and experimental techniques that are well-known in lumped-parameter systems
such as vacuum tube oscillators, microwave devices, etc. to distributed-
parameter systems such as plasmas; the results are also relevant to'lasers,
fluids, and gases. Particular areas of interest are nonlinear behavior of
oscillations and instabilities, stabilization of instabilities, and

turbulence phenomena in bounded systems.

The theoretical part of the program developed a method of analysis
in which the oscillations of a distributed-pérameter system are treated in
terms of normal modes of the bounded system. The temporal behavior of these
modes is described by nonlinear differential equations that are well known
from the analysis of lumped-parameter systems: these include the van der Pol
equation, the Mathieu equation, the Duffing equation, and a new equation
that has been developed and solved in this program.

An experimental program which used a low-temperature plasma device,

the Q-machine, was used to provide verification of the above theoretical
concepts by means laboratory experiments. The experimental programs also
led to the developments of several technological spinoffs and new in plasma

diagnostic techniques.
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The general interest in the methods of analysis of nonlinear
distributed-parameter systems developed in this program resulted in the
solicitation of a monograph on this subject by the Principal Investigator.
This monograph will provide scientists in various fields with the background
needed to carry out similar work in their particular areas of interest.

Results obtained in the program include the following:

(1) Development and experimental verification of parametric
excitation of ion acoustic waves in a plasma by means of a periodic
temperature variation, which is produced by modulated radio-frequency
pbwer. (2) The application of this theory to determine the effect of
initial phase in parametric excitation and the experimental observations of
the predicted effects in a plasma. This effect had not been reported earlier.
(3) A review and generalized analysis of dynamic stabilization methods.

(4) The development and solution of a new nonlinear differential equation
which describes the onset and saturation of a class of convection
instabilities such as the Benard (thermal convection) instability. (5) The
application of this equation to the analysis of the well-known plasma flute
instability. The use of the new equation made it possible to examine certain
ranges of parameters that could not be analyzed by the earlier approaches

in the literature, which are based on the use of the dispersion relation.

(6) An analysis of the entrainment effects in beam-plasma interactions

based on the van der Pol model developed earlier in the program, experimental
verification of this analysis. (7) The observations and explanation of a

new plasma transparancy effect at high magnetic fields.




Recent unpublished results include (8) experimental demonstration
of the suppression of the collisionless drift instability by the noncontact
application of a tranverse radio-frequency field near the lower hybrid
frequency. (9) The development and experimental verification of an analysis
of the lower hybrid resonance in a bounded plasma. This analysis is based
on the solution of the boundary-value problem whereas earlier treatments have
been based on propagation in an infinite plasma.

This program has led to the development of certain technological
spin-off developments. These include a new (patented) oscilloscope display
system, the developmgrt of so-called active microwave systems, and two new
methods for plasma diagnostics: a Lecher wire system for the measurement of
plasma density with high spatial resolution and a method for measuring
anaisotropic electrical conductivity in a plasma based on the measurement of

the quality factor (Q) of a probe coil.
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1 WAVE-INSTABILITY PHYSICS

1a) Parametric Excitation of lon-Acoustic Haves

This work is of interest in connection with our general program
designed to show that concepts well-known in lumped-parameter systems can
be used to analyze the behavior of distributed-paraneter systems such as
a plasma in a magnetic field. The effect follous dircctly from the appli-
cation of the Mathicu equation. The electron temperature in the plasma is
controlled by the application of the rf powver so that the electron temperature
can be varied periodically by awplitude modulation of the rf power. In
these experincnts the taeperature is modulated at a frequency equal to twice
the frequency of the ion-acoustic wave. The usefulness of the method lies
in the fact that it provides an additional means ur excitation of ion-
acoustic waves in the plasia; in turn these can be used to study the anomalous
conductivity in the presence of a predetermined vave spectrun.  The work on

parametric excitation has been described in the Physics of Fluids, and at a

recent international conference:
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"Paranctric [xcitation of Ion-Acoustic tlaves in a Dounded Plasma", by E. J.
Yadlowsky, R. H. Abrams, Jr., T. Ohe and H. Lashinsky, Physics of Fluids, 14
1584 (1971).
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“Excitation of Ion-Acoustic Vaves by Parametric Heating and Strong High-Fre-
quency Electric Fields", by R. . Abraus, Jr., T. Ohe and H. Lashinsky, Proc.
of 3rd International Conference on Cuicscent Plasnas, Elsinore, Denmark,

Danish Atonic Eneray Coiadssion, 1671, p. 79,
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In this work it has been Tound that the electron tenperature can be
raised by the application of radio-frequency power, or by the application
of microwave poser and both techniques have been used. There are two in-
dependent experimental checks that show the temperature has increased: the
frequency of the ion-acoustic wave increases with increasing rf power and
rough probe characteristics, as can be obtained in the presence of the
rf field, show decreasing slope with increasing rf power, indicating higher
electron temperatures. The work on parametric excitation of ion-acoustic
waves is described in a Ph.D thesis by Mr. T. Ohe, now being prepared, and

in a paper to be submitted to the Physics of Fluids.

1b) RF Heating

In connection with the work on paranciric excitation, it has been
found that the application of radio-frequency power et very hich levels, about
one order of magnitude higher than those used in the parametric excitation
experiments, leads to the excitation of ion-acousiic waves in the plasmna
without the use of the parcmetric excitation mechanisw. There is also an
accompanying increase in the electron temperature. The frequency at which
the rf pouer is applied docs not appear to have any influsnce on the observed
effect. This behavior is to be contrasted with the conventional parametric
excitation experiments in which pover is applied at the electron plasna
frequency. The obscrved phenomanon appears to be a ncw oine and has not
been reporicd earlier in the Vestern literature, althouugh recent Soviet
work seems to be rclated to it. It has been proposed that the mechanism
responsible depends unon the excitation of electron plasma waves, which,
in turn, couple to the jon-acoustic vave. The electron plasma waves are
excited Lecause the froquoncy of the applicd radio-frequancy porer (10 1iz)

is much lowor than the electron plasma frequency (500-1607% 10'2): on the
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tine-scale of the electron plasma frequency the radio-frequency looks like

a direct current. This direct current is then responsible for excitation of
the two-stream instability. This work is related to computer-sinulation
experiments recently carried out at Princeton Plesma Physics Laboratory

and reported in a pancr entitled:

B e i

“Plasma lleating by Large-Amplitude, Low-Frequency Electric Fields", by Kruer,
Katz, Dyers and DeGroot, MATT 879, January 1972, Princeton Plasma Physics

Laboratory.
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The work in the present program is also described in two recently submitted

papers:
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“Plasma Heating in a High-Amplitude, Intemicdiate-Frequency Electric Field",
R. H. Abrams, Jr., T. Ohe and H. Lashinsky, 1st Topical Conference on RF

Plasma Heating, Texas Tech University, Lubbock, Texas, July 6-8, 1972.
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“Plasma Phenoncna in a Strong Intermadiate-Frequency Electric Field", Fifih
European Conference on Controlled Fusion and Plasma Physics, Grenoble, August,

1972, R. H. Abrams, Jr., T. Ohe and H. Lashinsky
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1c) Anonolous Resistance of a Collisionless Plesma

Onc of the topics of immediate interest in the controlled-fusion
program is that of turbulent heating of collisionless plastas. In plaswmas
of fusion interest the classical collisional m2an-free path is longer than
the dimensions of the system, so that heating must be accomplished by a non-
classical or "ancmalous" mechanism. If a plasma can be made turbulent by
the generation of high-amplitude rendem waves, the scattering of the directed
electron notion of these waves is analejous to the scattering of clectron

on fons in a solid and the transfer of mormantun to the waves from the




particles (the clectrons) plays the role of a resistance. In the process the
ions are heated. In the work carried out in this program over the past year
we have been able to utilize a technique developed earlier that enables us

to gencrate ion-acoustic turbulence in a plasma in a fairly controlled way.
This technique is based on the rf heating mechanism described immediately
above. In this work we are able to measure simultancously the frequency
spectrun of the turbulence, the time-autocorrelation function of the spectrum,
and the Fourier transform of the autocorrelation function, i. e., the power
spectrun. At the same time we are able to measure the voltage-current
characteristics of the plasma column as a whole in the Q-machine, thus
obtaining the plasma conductivity under various conditions of controlled
turbulence. Although this work is still in a preliminary stage, it has

been found that the anomolous resistivity is one or two orders of magnitude
greater than the classical resistivity, as expected from theoretical con-
siderations, and that the resistivity increases with the turbulence level.

A preliminary report on this work has been ﬁiven at the Madison meeting of

the Plasma Physics Division of the American Physical Society:
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"Low-Frequency Conductivity of a Collisionless Turbulent Plasma", R. H. Abrams,

Jr., T. Ohe and H. Lashinslky, Bull. of American Physical Soc., Vol. 16, p. 1276,

- - - . - . - = e . - -t - - - -
- - - - - - - e

1d) Nonlincar Saturation of Convection Instubilities

It can be shown that a nuaber of problems involving convection-like
phenomena such as the formation of GLenard cells, the Rayleigh-Taylor instability
in fluids, and various non-periodic plasma instabilities, such as the flute
instability, give rise to an equation of the foim

y + oy

-ay =0

vhen the problea is treated in the lincar cpproximation. In vork carried out




in the past year we have shoun that the descripticn of nonlincar saturation
of the convection process: requires the introduction of a phenoiienological

cubic term with a positive coefficient to yicld an cquation of the form
y'" + ay' - ay + by =0,

wiich provides saturation of the dependent variaéhlc vhen y = (a/b)l/?. This
procedure is anclogous to the procedure used in introducing a phenomerological
cubic nonlinearity in the dissipation tern in the original derivation of the
Van der Pol equation; in the present case the nonlincar saturation appears in
‘the term that corresponds to the "restoring force" ratiier than the dissipation
'term. The physical origin of this term has beci investigated and its sig-
nificance in the various physical probleis cited above has been determined.

In the mathematical analysis of the equation the paraneter ranges for
‘periodic and aperiodic solutions have bcen exanined and related to the
physical problems. Analytical solutions and ccwmuter solutions have been
obtained for a number of cases of physical interest.

This work is described in a paper that haes recently been accepted for

an invitational international conference on nonlinear oscillationS:

- - - - - - - - o o . - - - = = = - = = S e e . e
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"On An Lquation Related to Honlinear Saturation of Convection Phenomena",
Herbert Lashinsky and Ferdinand Cap, Sixth Intcirnation Conference on Nonlinear

Oscillations, Poznan, Poland, Septcumber, 1372.
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Certain mathematical aspects of this work have been described in a
paper stimulated by the present work:
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2 Q-MACHINE TECHHOLOGY

In the past year we have designed an improved shroud for the Q-machine.

This shroud provides the function of trapping spent cesiun and potasium and

is water-cooled. The new shroud diffecrs from the old one in that the access
é‘ to the machine has been improved. The old shroud has been in use for some
five years and has shoum normal signs of deterioration due to continuous

contact with the alkali metals.

3 GENERAL EXPERIMENTAL METHODS AilD TECHHOLOGICAL SPINOFF

3a) Oscilloscope Pisplay

A two-dimensional oscilloscope display has been developed in connection
with plasma physics rescarch carried out in this program. The device is used
in tuo general applications:

1) Signal-to-noise enhancement by continuous signal averaging.

2) Data presentation in the form of an X-Y plot. In this application
a conventional oscilloscone that presents a functional dependence of the form
y + y(t) 1is effectively converted into an X-Y plotter that presents a
functional dependence of the form y + y(t).

This display is also found to be highly convenient for the presentation
of spectral data in compact form and also functions as an optical signal
averager. In this application it is found to be extremely useful in plasma
turbulence experiments and in the detection of signals whose frequencies are
not knon a priori. In the detection of drifting signals the present system
seems to have certain advantages over conventional electronic signal averagers.
A patent application was filed for this device by the Rescarch Corporation,
acting for the University of Marylaond. It is expected that this device will
provide a useful accessory for use in connection with oscilloscopes in various

applications in science and enginzering. :

AR L
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This device is described in a recent paper and a patent:

o  r

"0scilloscope Display for Signal Averaging and X-Y Data Plotting", Pevicw
of Scientific Instruments, 42, pp. 1413-1418, Octoher 1971 (M. Lashinsky

and R. Monblatt).

U. S. Patent 3,609,540 "Raster Display Method and Apparatus", September 1971,
H. Lashinsky and N, E. Monblatt.

3b) Active Microrave Systems

In the course of our plasma research 2 technique has been developed
in connection with micrcuave diagnostics being used with the Q-machine. Al-
though originally intended for plasma application, the new technique was
found to exhibit features that may be of valuc in a nuaber of problems of
currgnt scientific and technological interest. Conventional systems for the
detemaination of the diclectric constant at wmicrorave frequencies are “passive”
in the sense that the quantities of interest are determined from a shift in
phase or frequency in a passive clement such as a microvave interferomoter
bridge or cavity resonator, the microsave enevdy required for the measurement
being derived from an ecxternal source.

In contrast, the new approach makes use of an "active" system in which
a positive feedback loop containing a microrave eamplifier is used to provide
gain. The entire configuration, including the reasurcrnont element, then
comprises a microwave oscillator, the frequency and @wlituds of the oscillator
signal containing information on the quantities being measured. Experimental
results obtained in plasma experiments indicate that the technique is attractive
from the point of view of sensitivity, dynemic range, time-resolution and con-
venience of readout. 1t appears that the systc can mcasure the real and
imaginary parts of the diclectric constant of solids, liquids and qases at

microvave frequencies with the capability of convenient transient measurernonts
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in the submicrosecond range as well as measurements in the presence of high

losses which would be prohibitive for passive systems. This system would
appear to be useful in process control in cases in which it is desired to
monitor the dielectric constant or loss tangent, at microwave frequencies
of any solid, ¢as, or fluid coming off a production Yine. The material
being tested can move through the system on a continuous basis. The fact
that the data can bc read on a high-speed basis means that the information
can be used to provide feedback to control various production processes.

There also appcars to some application for a microvave refractometer
capable of high time resolution in the study of clear air turbulence. Certain
current experiments in clear air turbulence use an airborne microvave re-
fractometer to sample localized fluctuations in the refractive index of the
atmosphere. The aircraft carrying the microvsave refractometer is simultancously
tracked by a high-resolution ground-based radar. The radar returns are then
correlated with the localized readings of the fluctuations in refractive index
of the atmosphere as obtained with the airborne refractowater. Conversations
with people in the field have indicated that an active system might be
capahble of improving the available time resolution by an ordar of magnitude
or more. A rmodest project is now being supported by the lational Science
Foundation to explore the use of this method in nonplesma applications.

This work is funded by the Division of Engincering of the National Science
Foundation.

3c) HMicroueve Plasma Diagnostics with Lecher-ilive Systews

Conventional systems used for plasma microvave diagnostics emnploy
bounded resonant stiructures, such as cavity resonators, or non-resonant
radiating structures, such as focused microrave horns. In either case,
the spatial resolution that can be achieved in the ncasurcunnt of plasma

density is of the order of a wavcelength of the wicrorave prodbing signal.
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On the other hand, in many cases it is necessary to achieve high spatial
resolution even though the electron density is so low that adequate sensitivity
cannot be obtained with microwaves of short wavelength and high frequency.
Moreover, vhen radiating structures are used inside the metal chambers
characteristic of plasma laboratory experiments the measurements can be
confused by spurious reflections from the metal walls.

It is possible to circumvent these problems by using wire conductors
to guide the microvave probing radiation through plasma. In this case the
microwave encrgy is carried by surface waves that propagate along the wires
and the radiation field is confined to the immediate vicinity of the conductors
so that high spatial resolution and freedem from spurious wall reflections
can be realized.

Lecher-wire systems have been used for microvave diagnostics and are
reported in the literature. A standard nonresonant microwvave interferometer
is generally used. The coupling is achieved by <2-called finline scctions.
In the present work we have made use of a so-called single wire transmission
line in conjunction with an active Fabry-Perot resonator, making use of the
active microsave concept described above. The single-wire line has a number
of interesting features as coapared with the usual Lecher-Wire systems.

There is much more flexibility in the choice of the wire diamcter so that

the diameter can be dictated by considerations of mechanical strength. In
the Lecher-wire systemn the values of the diameter that satisfy requircnents
generally limit the mechanical strength. Moreover, it has been found
possible to use a so-called flared-horn launcher with the single wire line.
This type of transition scction has a much higher efficiency than the tapered
vaveguide or finline and is also frce froa spurious radiation and spurious
resonances. The results of this worl have culiminated in the developrniont

of a diagnostic syster vihich will be installed in the Q-machine. Also, this
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work on Lecher-wire systems has stimulated a grcat deal of development resulting

in the installation of a Lecher-wire system in a laser-plasma experiment being

carried out at the University of Maryland, This work was described at a recent

conference:

---c_--------—--—-—-----,--.—------——----_--_-_-.—--_-.--—.------—---—--—--—---------

“Active Single-'ire Fabry--Povot Interferometer for 1i

Proceedings of 10th Internation Conference on Phenoirena in Ionized Gases, Oxford,

1971 (R. C. Ajwera and H. Lashinsky).

._..-—..—-—-—-------_-----_-.....-.._----——-_-—-_—-------—_--------_—-..—_-------------.
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1-4. Nonlinecar Pulling FPffects in anm—Pl‘ sma_Interactions

In connecticn with our work on general nonlinear wodels, earlier
in this program we have studied an effect known as nonlinear entrainment.
In the plasma case, this mcans that the application of a perturbation at
a frequency close to the free-runniné frequency of an unstable plasma
modc can cause the frequency of the unstable plasma mode to be "pulled"

to the frequency of the incoming perturbation. It has becn observed in

beam-plasma intecractions that the use of an unmodulated dc electron
beam results in the production of a broad spectrum of plasma waves.

On the other hand, if the electron beam is modulated at a frequency near

the center of the broad spectrum all the wave energy appcars at the

frequency with which the electron beam is modulated. In other words,

energy is taken out of other modes and transferred to the central

frequency. This effect is predicted by the Van der Pol model developed

in the present program. One practical application of this effect is in
the study of the pacrticle trapping in becam-plasma interactions. 1In
these experiments it is desirecble to create a wonochromatic wave in
order to eliminate a spurious effect associated with wave packets. It

is found that the desired monochromatic wave can be obtained by the

modulation scheme docceribed atove Tho un-k
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in a recent publication written together with a group from the Universi:

of California at La Jolla:

"Van der Pol Modcl for Unstable Waves on a Beam-Plasma System" by Pcter

DeNeef and N. Lashinsky, Phys. Rev. Letters 31, 1039 (1973).

1-5. Nonlincar Saturation of Aperiodic Plasma Instabilitices

A nunber of aperiodic plasma instabilities, such as the flute
instability lecad to the development of convection cells. Convection
processes of this kind have been proposed by Kadowmtsev as a mechanisn
for anomalous encrgy loss in toroidal plasma devices. It has been shou..
in the present program that in a bounded system a model equation that

describes such instabilities is

o -

; iy
VLI Y | ‘ ;
2 : . ' " ¥
.‘_1_1 + QQL - ay = O
dt2 dt

when the problem is treated in the linear approximation. This equation
describes the time growth of a typical quantity, say the convection
velocity, at the outset of the convectjon process. It is evidently
necessary to add some kind of apprcpriate nonlinear term to form an
equation that can describe saturation and the steady-state conditions
that are actually observed in physical experiments. On the basis of
certain heuristic consideration we have then introduced a nonlineac
torn and ciavined the effect of this torm on the propertics cf the

equation eond its solution. 1In turn, this nonlincar term cuan be redatc
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to an appropriate nonlinear physical effcct, The modified cquation is of :;;

the form
2y
L2 2 “QX - ay +byd =0
de? de
\

This form is rcachcd by analogy with the reasoning used in the derivation
of the Van der Pol cquation. The diffcrence here is that the term capable A
of providing saturation is in the factor corresponding to the nonlincar

restoring force, whicreas the term that provides saturation in the Van

der Pol cquation is in the dissipation term. The form of the terms

required in the nonlinear ecquation provides guidance as to the form of the

b
orginal physical equation and to the modification of these equations
which is required to obtain the appropriate nonlincar general equation. :
In other words, by knowing the fimal results should be in the model

equation it is possible to choose the appropriate nonlincarities that

must appear in the original physical equations, Procedures of this kind

are useful in the study of instabilities in plasma physics in determining

what physical mechanisms can provide the required saturation. Note that

we have introduced the terminology "convection instabilities" herec in

order to avoid confusion with the term “convective instabilities' used

in another application in plasma physics. This work is described in a

recently published paper in a Polish journal on nonlinear oscillations:

"On an Equation Related to Nonlinear Saturation of Convection Phenomena,"

by F. Cap and H. Lashinsky, Nonlipear Vibration Problems (Warsaw), 14,
520 (1973).
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In more recent work wve have applied singular perturbation thoory
methods to examine the shori—-term and long-—term behavior of the solution,
We have also correlated results obtalned by & multiple-time-scale forpalisn
and siogular pertucbation theory., In particular, the role of sccular
terws has been delincated. A paper descriling this wmore recent work is

being prepared for submission to the Journal of Mathematical Physics.

r r 3 ‘ff
I-6. Technolopical Spin-Off tiiuji My Rl LV

In the course of plasma research in this program, a technique was
developed for measuvring density in the Q-machine. Althouglh, originally
intended for plasma applications, the ncw technique was found to exhibit
features of value in a number of problems of current scientific and
technological interest. The particular application presently being
pursued is the use of this system in the determination of the size and
dieclectric constant of par;icles in the range 5-100 microns, a capability
that appecars to be usefﬁliin particulate measurements in pollution
applications. This work on application of so-called "active" microwave
systems is being carried out under a program which is eantirely scparate
from the plasma program and which receives modest support from the
Engineering Systems Division of the National Science Foundation. It is
mentioned here inasmuch as it represents a spin-off from the plasma
program. Interest in this device led to an invitatior to submit a paper
on this work, which appeared in a special issue of the Proceedings of

the Institute of Elcctrical and Electronic Engincers:

O ——— - -

Batchelor, D. C. Yoody and H. fLashincky, Proceedings of Institute of

Electrical and Elcetronles Nngincers, 62, 113 (1974).

0 - - - - -, - - e .S & e - —— - .
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1-2. Measurement of Plasma Electrical Conductivity in a Strong
Magnetic Field

During the past year, using a new technique, we have carried out
- measurements of the parallel and transverse components of the low-
frequency electrical conductivity of a fully ionized plasma as defined
in terms of parallel and perpendicular dissipation in moderate (”ci<“pi)
and strong (”ci>”pi) magnetic fields (wci = jon gyrofrequency; wpj = ion
plasma frequency). These measurements are carried out by means of a
noncontact method capable of simultaneous spatially localized measurements
of the two components of the anisotropic electrical conductivity and
appear to represent the first simultaneous determination of o, and o

in a fully ionized plasma. These measurements derive from the measure-
ment of electrical conductivity in terms of energy dissipation rather

than momentum transfer, thus avoiding certain difficulties that arise

when one attempts to define the transverse electrical conductivity of

a plasma in a magnetic field in terms of momentum.

The plasma conductivity is determined by measuring the plasma-
induced reduction in the quality factor (Q) of sensing coils arranged as

shown in Fig. 1. The reduction in Q is measured with a sensitive Q-meter
(Hewlett Packard 4342A) or by incorporating the coils into marginal oscil-

lators in accordance with standard techniques used in nuclear magnetic
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resonance work. In either case the system is capable of absolute
calibration with HC1 solutions. It is interesting to note that this
instrument has been found experimentally capable of a sensitivity of
5 micromhos per meter; this exceeds by perhaps two orders of magnitude
the sensitivity of related devices reported in the literature.

Using the system described above, during the past year we have
observed that the longitudinal electrical conductivity drops dramatically
when the magnetic field increases so that the ion Larmor radius becomes

smaller than the Debye length (mc ). At the present time the mechanism

i7Ypi
responsible for this effect is not known and relevant theory is not
available in the literature. A note describing this new result is being

submitted to Physical Review Letters and a preprint accompanies the

present proposal. A note that describes the new radio-frequency conduc-

tivity meter is being submitted to the Review of Scientific Instruments.

Work on the measurement of plasma conductivity in quiescent
and turbulent plasmas is described in the following papers:
“Anomalous Resistivity Due to Intermediate Frequency Fields," by J. R.
Conrad, R. Gore, and H. Lashinsky, Proceedings of the 2nd Topical Confer-
ence on RF Plasma Heating, Lubbock, Texas, June 1974.
“Radio-Frequency Method for Plasma Conductivity Measurements," by R. Gore,
J. R. Conrad, and H. Lashinsky, Bull. Am. Phys. Soc., Vol. 19, 911 (1974).
*Anomalous Resistivity in a Q-Machine Plasma," by J. R. Conrad, R. Gore,
and H. Lashinsky, Bull. Am. Phys. Soc., Vol. 19, 955 (1974).




I-2. Plasma Transparency Effect in Strong Magnetic Fields

During the past year, to test a new method that will be used for
other purposes, we have carried out measurements of the parallel and trans-
verse components of the low-frequency electrical conductivity of a fully
ionized plasma as defined in terms of parallel and perpendicular dissi-
pation in moderate (wci<“pi) and strong (mci>mpi) magnetic fields (wci-

ion gyrofrequency; w__=ion plasma frequency). These measurements are

pi
carried out by means of a noncontact mefhod capable of simultaneous
spatially localized measurements of the two components of the anisotropic
electrical conductivity and appear to represent the first simultaneous
determination of % and o in a fully ionized plasma, These measurements
derive from the measurement of electrical conductivity in terms of energy
dissipation rather than momentum transfer, thus avoiding certain diffi-
culties that arise when one attempts to define the transverse electrical
conductivity of a plasma in a magnetic field in terms of momentum.

The plasma conductivity is determined by.measuring the plasma-
induced reduction in the quality factor (Q) of sensing coils arranged
as shown in Fig. 1. The reduction in Q is measured with a sensitive

- Q-meter (Hewlett Packard 4342A) or by incorporating the coils into marginal

oscillators in accordance with standard techniques used in nuclear magnetic
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resonance work. In either case the system is capable of absolute cali-
bration with HCL solutions. It is interesting to note that this instru-
ment has been found experimentally capable of a sensitivity of 5 micromhos
per meter; this exceeds by perhaps two orders of magnitude the sensitivity
of related devices reported in the literature.

Using the system described above, during the past year we have observed
that the transverse electrical conductivity drops dramatically when the
magnetic field increases so that the ion gyrofrequency becomes larger than
the ion plasma frequency (wci>wp1)' A theory is being developed to explain
this effect; the fact that the plasma can not absorb transverse electro-
magnetic waves when mci>mpi appears to follow from the behavior of the plasma
dispersion relation when this condition is satisfied. In Fig. 2a we show

the pertinent dispersion relation for w <mpi and it will be observed that

ci
there are large intervals in frequency in which the plasma is opaque (cross-
hatched regions). On the other hand, when wci>wpi the diagram shown in

Fig. 2a is transformed to that of Fig. 2b. Straightforward calculations
show that the opaque regions now shrink to narrow bands around the electron
and ion gyrofrequencies. The effect arises physically because the electrons
and ions are "tied" so tightly to the field lines that they can not couple
to transverse electromagnetic waves., Hence the wave propagates through the
plasma as though it were transparent. Possible implications of this effect
are discussed in Sec. II-2 or the renewal proposal and a paper describing

this effect will be prepared in the near future. The preliminary work on

this effect has been described in a talk:

"Plasma Conductivity Measurements in Large Magnetic Fields," by H. Lashinsky,
J. R. Conrad and R. Gore, Proc. IEEE International Conference on Plasma

Science, 1975. p. 34.
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I-3. Lower Hybrid Resonance in a Bounded Plasma

The conductivity-measurement system described above in I-2 has
been found to offer a highly sensitive means for the measurement of a
plasma resonance known as the lower hybrid resonance. This resonance is
of great current interest in plasma work since it is regarded as a means
of heating plasmas in controlled fusion. The lower hybrid resonance has
also been found to play a role in certain antenna and propagation effects
that have been observed in radio-frequency transmission from satellites.

In contrast with earlier work in the field, which has been concerned
with the lower hybrid resonance in infinite plasmas, in the present experi-
ments it has been found possible to measure lower hybrid "body" resonances,
vhich accounts for the fact that the resonance occurs in a plasma of finite
dimensions, so that the problem must be treated as a boundary-value problem.
Physical effects in the bounded case, especially effects associated with
coupling efficiency, are found to be modified in a significant way when
the finite size of the plasma is taken into account and it is anticipated
that the present results may be important in several applications of the
lower-hybrid resonance. All of the important basic experimental features

of the lower-hybrid body resonance have been verified and a paper on this

work is in preparation.

1-4. Prototype Nonlinear Equation for Convection Instabilities

In the 1974-75 Progress Review we have reported on the analytic
solution, by singular perturbation theory and multiple-time-scale methods,
of an equation that describes the nonlinear saturation of convection

instabilities such as the Rayleigh-Taylor instability in liquids and gases.




&
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This equation was developed on a phenomenological basis and describes
the nonlinear saturation of this class of aperiodic instabilities.

An interesting new feature is the result that the growth of the
instability must be treated in two stages, an initial transient stage
and the long term. The first stage, for short times, is then matched
to the long-time solution. It is found that the time behavior of the solu-
tion for long times is the same as the envelope for the solution of the
van der Pol equation, which describes the growth of most periodic insta-
bilities. This new equation, which is a kind of counterpart for the van
der Pol equation, should be of great utility since it is a generic equa-
tion that describes the time development of a large family of nonperiodic
instabilities and can provide insight into the saturation behavior of
these instabilities. A number of these instabilities are encountered
in problems of hypersonic flow of plasmas and gases such as unstable
Couette flow, various forms of the Kelvin-Helmholtz instability, and the
Rayleigh-Taylor instability.

During the past year this equation has been applied to the de-
scription of a well-known plasma instability, the so-called flute insta-
pility, and has made it possible to analyze the nonlinear evolution of
this instability, which has not been done as yet in the literature. By
paking use of this equation rather than the conventional dispersion relationm,
it has also been possible to extend the range of growth rates that can be
analyzed. A preliminary report on this was given at the meeting of the
Plasma Physics Division of the American Physical Society in November,

1975:

e At

26



-

. e

27

Convection Instability in a Weakly Ionized Plasma Confined by a Nonuniform
Magnetic Field, by H. Lashinsky, P. Ottinger and J. Guillory. Bull.

American Physical Soc. 20, 1363 (1975).

A detalled work paper on this work is being prepared for submission to the

Physics of Fluids.

This equation has also been applied to the description of the well-
known Benard instability, which describes the onset of thermal convection

and this work is described in a recent talk:

Prototype Nonlinear Differential Equation for Fluid Convection Instabilities

by R. Gore and H. Lashinsky. Bull. American Physical Society 20, 1418 (1975).

A detailed paper on this work was submitted to the Journal of Mathe-
matical Physics, but after consultation with the editor it has been de-
cided to submit it to the Physical Review, Series A, which was deemed more

appropriate for its content.

I-5. Parametric Excitation

As reported in the Progress Review for 1974-75, a paper describing
work carried on in thkis program on the parametric excitation of ion acoustic
vaves in a plasma has been accepted by the Physics of Fluids pending cer-

tain revisions. These revisions have been made and the paper is in press:

Parametric Excitation of Ion Acoustic Waves in a Fully Ionized Bounded Plasma

ty T. Ohe, R. H. Abrams Jr., and H. Lashinsky (Phys. Fluids, to appear).




In this paper we have shown the effect of initial Phase on the
parametric instability in a Plasma. This 1s the first experimental demon-
stration of this effect in a plasma; however, the effect has implication
for any system in which parzmetric excitation is used and the general
applications of this Phenomenon have been described at an invitational

conference on nonlinear mechanics:

"Effect of Initial Phase on Nonlinear Parametric Excitation” by T. Ohe and
H. Lashinsky, Proceedings of the 7th International Conference on Nonlinear

Oscillations, Berlin, DDR 1975,
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